
ALPHA TILE
Installation instructions: 

Easy and fast to install:
• Please carefully review instructions before installing Alpha tile. 
• No special tools required. 
• Alpha tile can generally be installed over existing indoor residential 
flooring that is solid, smooth, dry, level, securely attached and clean.

Tools Required:
• Utility knife, fitted with a heavy duty blade
• Straight edge
• Pencil or chalk marker
• Tape measure
• Rubber mallet

Please remember to leave room for thermal expansion around fixed 
objects such as walls, railings, posts, etc. 

For a typical 10’x10’installation, please allow for 1” expansion

1. Calculate the center of the room by measuring the length and 
width of the room and divide the dimensions in two. Mark the centre 
of the room with a pencil or chalk marker. This is the approximate 
starting point for the installation (B).

2. Begin to lay the tiles from the center point of the room in both 
directions towards the wall (C). Make sure the tiles that meet the wall 
will be at least half a full tile in width as this will give a better looking 
installation. If the space between the tile and the wall is less than half 
a tile wide, adjust the centre start point as necessary to achieve this 
look.

3. Now you can begin to fill in each of the four quadrants that you’ve 
created (D). 

4. On reaching the walls you will probably need to cut the tiles to fit 
against the wall. Measure the distance between the last tile and the 
wall and cut off the excess width of the tile. 

Note on cutting: Cut tiles using a utility knife with a sharp blade and 
straight edge (E). To fit tiles around irregular shapes or corners i.e. 
door jambs, pipes etc., make a pattern from cardboard or heavy 
paper. Trace the pattern onto the tile and cut with a utility knife.
Cleaning and Maintenance: Alpha tile can be cleaned by vacuuming. 
You can use a damp mop with a mild detergent for more soiled areas.  
Allow floor to dry thoroughly. 
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